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Abstract—Pedestrian safety is a major concern in road trans- amount of processing. Time-of-flight sensors such as radar

portation as pedestrian/vehicle accidents account for theecond gnd lidar are cheaper but they are traditionally mounted on
Iargegt cause of trafflc-related_lnjurles and fatall'gles waldwide. vehicles and therefore have limited visibility [4].
Considerable work has examined the use of lidar, radar and

computer vision for pedestrian detection but existing soltions In this paper, we present a novel technique based on a large-

are costly and work only if pedestrians are in the vehicle’sihe- . Want " ;
of-sight. In this paper, we present a novel technigue basedno scale wireless sensor network of “cat’s eyes” augmentel wit

wireless sensor networks that is cheap and enables pedesmi Ccheap embedded processing and communication capabilities
detection beyond the driver's horizon. The detection systa is In this pedestrian detection system, reflective armbands or
based on the use of “cat's eyes” augmented with embedded night vision jackets worn by pedestrians are equipped with
processing and communication capabilities that are able tdetect communication capabilities that send radio signals périod
pedestrians and forward this information along the road. We : :

describe how such a system was successfully built with SOL, acally. These beacons are recelveq by the cats eyes placed
high-level programming language for wireless sensor netwks. ~@long the road and can be used to infer, thanks to the strength
Initial results show that the system obtains detection rate of Of the signals, the presence and approximate position dgped
100%, false positive rates of 0%, and that the precision of ta trians. This information is forwarded from cat's eye to sat’
estimated position of pedestrians depends on their headingnd  eye allowing vehicles to be informed about the pedestrians

relative position to sensor nodes. . presence beyond their drivers’ line of sight.
Index Terms—Pedestrian detection system, wireless sensor

networks, cat's eyes, radio. Our approach of requiring pedestrians to carry tiny, self-

contained devices with radios seems reasonable as wearable
. INTRODUCTION computing moves from research laboratories to the realdvorl

An estimated 1.17 million deaths occur each year worldwide]. For instance, digital avalanche transceivers [6], §r¢
due to road accidents [1]. Pedestrian/vehicle accidertshar today integrated into apparel, helmets, protection gehoots,
second largest source of traffic-related injuries and ifatal and mobile phones are increasingly becoming ubiquitous com
after accidents involving only car passengers [2]. The ritgjo Putational devices [8]. Furthermore, pedestrians oftesaaly
of these deaths occur in developing countries but the pattéyear flashing beacons and high-visibility safety garmeritis w
of road-user fatalities is the same in developed countd@s. retroreflective trim [9].
pedestrians were killed in road accidents in Ireland in 2@07
the 20th of August out of a total of 216 road users killed [3]Su

Pedestrian detection is therefore essential to reducertige language for wireless sensor/actuator networks that allow

level of pedesirian injuries and fatalities. ogrammers to use a fine-grained concurrency model and

. ; . . r
Many interesting approaches for ped_estnan detection hs&’?ables a clear boundary definition between applicatior cod
been proposed. Such work has examined a range of te

A th lying platf
nologies including lidar, radar and computer vision (usin% d the underlying platform.

infrared and/or conventional cameras), and has studied the Initial results show that the system obtains detectiorsrate
use on their own or in combination with each other [2]100% and false positive rates of 0%. The position estimation
[4]. However, imaging sensors using visible light or infdr has a precision of more than 95% with a 5m accuracy when
radiation are relatively expensive and involve a subséhntpedestrians are facing along the road (as opposed to facing
the opposite side of the road) and varies depending on their

0©2008 IEEE. Personal use of this material is permitted. Hewev heading and relative position to sensor nodes.
permission to reprint/republish this material for adwent) or promotional

purposes or for creating new collective works for resaleeafistribution to This paper is organised as follows: Section Il presents

servers or lists, or to reuse any copyrighted componentisfuiork in other . . - . .
works must be obtained from the IEEE. This material is preskto ensure related work in pedestnan detection; Section III introelsic

timely dissemination of scholarly and technical work. Coglyt and all rights  the wireless sensor network-based pedestrian detectibersy
therein are retained by authors or by other copyright heldéil persons geaction |V presents the implementation of this approach and

copying this information are expected to adhere to the teants constraints . . .
invoked by each author’s copyright. In most cases, thes&svoray not be Section V details the performance of the system. Section VI

reposted without the explicit permission of the copyrigbtder. summarises and concludes the paper.

We describe how such a pedestrian detection system was
ccessfully built using SOL [10], a high-level programmin



Il. RELATED WORK

A variety of vehicle-based technologies have emerged in
recent years that offer promising approaches for detecting
pedestrians. A general overview of these technologies/engi
by Gavrilla et al. in [2].

Commonly used sensors for detecting pedestrians are imag-
ing sensors using visible light [11] or infrared radiatidt?],

[13]. Visible light sensors capture detailed descriptiaisa

road scene but are not effective during night-time or in bad
weather. On the other hand, infrared sensors do not depend
on illumination and can be used during the day or at night
time with little difference. However, infrared sensors ac
effective under high temperature conditions and clothéectf

the pedestrians’ thermal footprint [14]. Pedestrian déiac
using imaging sensors is also a high-cost solution for two Figure 1. Pedestrian detection system

reasons. The first reason stems from the need for vision

algorithms that are computationally intensive and reqgstiage-

of-the art CPUs. The second reason is that several imagkigather conditions. However, the studs do not interact with
sensors are traditionally used simultaneously to obtaptide each other and can therefore not be considered as part of
information, and both vision and thermal cameras are oft@nsensor network. As far as we know, no work on sensor
combined to exploit the advantages of both approaches [14¥etworks for pedestrian detection has yet been published.

Other approaches mount time-of-flight sensors such as
radar [15] and lidar [16], [17] on vehicles since they are”" M ODELING THE PEDESTRIAN DETECTION SYSTEM
significantly cheaper and measure distances directly. RadaAccording to the Irish National Roads Authority, 72% of alll
emits electromagnetic waves, which are reflected by thetargoad accidents occur outside of urban environments. Almost
and detected by a receiver that is able to identify the rangf% of all road accidents in Ireland take place on two-way
direction, or speed of the target. To distinguish pedesdriasingle carriageways, which makes this the most dangerous
from other potential targets, the power spectral-densiay@ type of road [22]. Given these numbers, we consider two-way
the reflected signals are examined [2]. Instead of usingoradiingle carriageways in rural environments as the primageta
waves like radar technology, lidar uses light pulseg.(laser) deployment environment for our pedestrian detection gyste
and determines the range of a distant target by measuring #i#@ough our approach is applicable to any type of road.
time delay between transmission of pulses and detection ofin our approach to increasing road safety in rural environ-
the reflected signals. Both radar and lidar systems sufben fr ments, cheap sensor nodes are deployed inside cat’s eyes ove
interference. They must overcome sources of unwantedlsignang distances along both lanes of the carriageway (see Fig.
and have to discern the desired signals from backgroune noig. The nodes are equipped with minimal processing and com-
in order to focus only on the actual targets of interest. munication capabilitiese(g., radio). After deployment, they

To cope with the deficiencies of each approach, previoterm a large-scale wireless sensor network that collabeigt
work has studied the combination of multiple sensor modalemputes the positions of pedestrians walking (or running)
ities [14], [18], [19]. Even though improving on the resultalong the road.
obtained from a single sensor system, they still providg/ onl To be detected, pedestrians have to wear reflective armbands
limited visibility since only line-of-sight sensors moexiton or night vision jackets that are equipped with communicatio
vehicles are used [4]. The area in which pedestrians can dapabilities. These high-visibility safety garments seadio
detected is restricted to the surroundings of the vehitleace beacons that are received by one or more of the sensor
it is useful to complement these vehicle-based approacties wiodes. Thanks to the measurement of the received radiol signa
sensors deployed in the infrastructure. strength (RSSI), the presence and position of the pedestria

Infrastructure-mounted cameras are extensively used f@n be inferred (see Section 1V).
video surveillance [20] but are only placed at busy or dan- Information about pedestrians is forwarded between the
gerous intersections, near schools and on blind curves digmsor nodes to a roadside base station that determines in
to their high cost. An approach based on sensor netwonleal time the movements of the pedestrians. The base station
therefore seems to be a good alternative as typical apipliat may display warnings through variable-message signs (VMS)
of sensor networks include large-scale monitoring anckingc report to a control centre or, in the future, wait for a vedicl
at very low cost. Astucia manufactures devices called “road come in range to send information about the pedestrians to
studs” [21] that are placed in the road surface and equippié&sion-board computer. This provides drivers with a coesist
with light, humidity and temperature sensors, and also withew of the road situation beyond their horizare(, a hundred
a number of bright LEDs that change colour depending aneters ahead of them), so they can react to the presence of

pedestrian
heaconing

cat's eyes =



|Sender Id | Beacon Nb | Local RSSI | RSSI A | RSSI B I Node A l Node B |

Figure 4. Structure of the messages exchanged betweenr setes

|Sender Id | Origin Id I Beacon Nbl RSS! A | RSSI B l Node A I Node B |

Figure 2. Segments between sensor nodes

Step 2:
Receiving packets
{500ms}

Step 1: Step 3:
Waiting for Electing leader
a packet {1.58)

Step 4:
Forwarding
{1.5s)

Figure 3. Algorithm timeline

pedestrians early enough.

The most critical task in sensor networks is energy sav-

ing [23]. Minimising communication and employing wakeup

schemes that turn off sensor nodes when possible are effecti «

in energy saving, but are out of scope of this paper.

IV. IMPLEMENTING THE PEDESTRIANDETECTION
SYSTEM

To implement the pedestrian detection system, we used
SOL, a programming language for wireless sensor/actuator

networks that raises the level of abstraction of TinyOS &g t
makes sensor/actuator network applications easier tagmg

while maintaining good performance [10]. The NesC code [24]

produced by the SOL compiler is fully functional and can be

compiled immediately with the NesC compiler and deployed
The time bound that we used at each step of the algorithm

on the motes.

Figure 5. Structure of the messages forwarded to the basensta

of 400. This accounts from the fact that the absence of
packet should not be treated as if a packet was received
since it gives an indication on the detection accuracy. The
value of 400 is sufficiently high to significantly lower the
average RSSI calculated from the 4 packets, thus allowing
comparisons of RSSI values between sensor nodes that
have and have not received 4 packets.

Then, the sensor node broadcasts a “detected” message to
its neighbours and stores all the messages that it receives
from them. As depicted in Fig. 4, the messages contain
the identity of the sender, the number and average RSSI
values of the received beacons and the current knowledge
that the sender has about the segment where the best
RSSI value has been detectea.( where the pedestrian

is located), including the identity of the nodes at the ends
of the segment and their RSSI values. Several rounds of
messages are exchanged until either a timeout of 1.5s
expires or the segment with the highest RSSI value is
elected (e, when neighbouring sensor nodes reach a
consensus on the identity of the segment).

Finally, the sensor node located on one end of the elected
segment (or the segments with the highest RSSI value
in case of a timeout) that received the highest RSSI
value forwards information about the presence of the
pedestrian to the sensor nodes along the road to report
to the base station. This forwarding activity is limited
to 1s. As depicted in Fig. 5, the forwarded messages
contain the identity of the sender, the origin of the beacon
(i.e., the node that received the highest RSSI), the beacon
number and the position of the pedestrian in terms of the
RSSI values and identities of the nodes at the ends of the
elected segment.

At deployment time, each sensor node is given the idesnsures the responsiveness of the system. Communication an
tity of its immediate and opposite neighbours, allowing thprocessing activities between the reception of the firskgiac
definition of segments, that are possible positions of tlknd the report to the base station last exactly 3.5s, thass |
pedestrians in its neighbourghood (see Fig. 2). The algurit than the period of the pedestrians’ beacons, ensuring ltleat t
that is executed after initialisation by each sensor nodhds sensor nodes are fully operational when a beacon is received

following (see Fig. 3):

« First, sensor nodes wait for a packet from a pedestrian.

V. EVALUATION

« When a sensor node receives such a packet, it waits forThe system that we built for our experiments consists of a
3 Other packets (a beacon Contains 4 packets)_ Pacl@%l D400 running Ubuntu 7.04 aCting as a base Station and

that are missing after 500ms are assigned a RSSI valdé Mica2 motes [25] running TinyOS 2.0.2 and deployed on
both sides of a 6m-wide road, covering a total distance of

1As reported by the TinyOS 2.x CC1000 radio stack.

75m (see Fig. 6). The distance between the motes was 10m.



Figure 8. Positions and headings used for the evaluation

| [[ Position1 | Position2 | Position3 |

Headingl 100% 45% 60%

Heading2 100% 100% 95%

Heading3 95% 100% 100%
Table |

PERCENTAGE OF CORRECT POSITION ESTIMATIONS WITH THE IMPRO\E
METHOD
Figure 6. Deployment on a two-way single carriageway
% (] ‘Currecl ‘segmem‘ !
B Neighbouring segment a novel method. In this method, we estimate the position of a

[J Opposite side

pedestrian within the elected segment according to the RSSI
values of the sensor nodes located at its ends. If the diféere
between their values is lower than a threshold, then we can
infer that the position of the pedestrian is approximately i
the middle of the segment. However, if the difference exseed
the threshold, then the pedestrian is more likely to be dose
the sensor node that has a better RSSI reading. After rmaultipl
experiments, we determined that the optimal threshold dor o
settings was a RSSI value of 70.

Figure 7. Position estimation vs. position and heading afegtrians With this method, we increase the granularity of position
estimation so that, instead of predicting just the section i
which the pedestrian is, we predict in which of the 5m-wide

Each pedestrian walking along the path was outfitted withragions within this section it isi.e., the 5m-wide regions
beaconing mote whose period was 4s. centered around each sensor node and around the middle

We carried out two sets of experiments) detection of point of each section). This allows us to achieve an average

static pedestrians an(@) detection of moving pedestrians. Inaccuracy of 5m and this result can be refined down to 2.5m
both cases, results showed that the detection rate of thensyssince whenever the system answers that a pedestrian isdocat
is 100% and the false positive rate is OP&,, all pedestrians between nodes A and B with an indication of being closer
were detected. to A, it effectively means that the pedestrian must be in

In the first set of experiments, we additionally wanted ta region that starts at A and extends 2.5m towards B. To

evaluate if the position and the direction of the pedestriamvaluate the improved accuracy method, we applied it to the
within a segment would have an impact on the positioresults obtained previously but this time taking into astou
detection rate. We did extensive experiments and noticad tlonly the cases when the system correctly predicted on which
our results were symmetric for both sides of the road and fside of the road the pedestrian was. The percentage of torrec
the different segments. We present in Fig. 7 the resultsvirat position estimations is presented in Table I. For theseltesu
obtained for 20 beacons emitted by a static pedestrian witlil@ incorrect position estimations correspond to the marim
different positions and 3 different headings, as illugdain of 6.5m and 7.5m estimation error for Position2 and Posgion
Fig. 8. RHj corresponds to position with headingj, with respectively with Headingl. This low percentage of detecti
1,7 € 1..3, where P1 corresponds to the position close tofar Headingl can be explained easily: when the pedestrian is
sensor node, P3 is located between two sensor nodes, Pfaging the opposite side of the road, the body of the pe@estri
between P1 and P3, H1 is perpendicular to the road, H3pgevents the segment in which it is actually located prgperl
facing along the road and H2 is between H1 and H3. receiving the beacons.

These results show that most of the time pedestrians arén the second set of experiments, we wanted to evaluate

detected in the correct segment. To improve the 10m precisitie position detection rate of pedestrians walking. Fig. 9
that can be obtained with this segment approach, we desigmpeedsents results obtained for two walks, one on the lefdhan

Number of beacons

P1H1 P1H2 P1H3 P2H1 P2H2 P2H3 P3H1 P3H2 P3H3



N — the system against illicit tracking of pedestrians and ipiidé
; attacks.
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