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Abstract
Advancements in mobile and Augmented Reality technologies have both increased the com-
plexity of their design and improved their accessibility. This shift has opened the door for
more affordable AR based content creation through the use of 3D reconstruction tools, and
images captured from modern smartphones. Using open-source software tools, this research
investigates how different environmental factors impact 3D reconstruction quality. Existing
literature was leveraged to identify the most prominent quality impacting factors, which in-
clude image resolution, number of images, distribution of images within the scene, object of
interest texture and lighting conditions. From this knowledge, an automated framework for
capturing and reconstructing a synthetic scene was designed and implemented. Using this
testing framework, a diverse set of synthetic scenes were created to model the identified im-
pacting factors. These scenes were captured and reconstructed, with their final reconstruction
quality being evaluated. From this testing, it was found that increasing visible geometry and
detailed texturing has the capability to drastically improve final reconstruction quality. It was
confirmed that controlled lighting conditions with minimal hard shadows, such as on an over-
cast day, produces the best results for a given scene. Finally, it was determined that capturing
images in an evenly distributed circular pattern around a focus point within the scene produces
the optimal scene coverage and thus, reconstruction results. It is hoped that this research
can be used to further the understanding of the 3D reconstruction quality impacting factors,
enable automated synthetic scene evaluation and ultimately, inform and guide end-users on
how best to capture their scene of interest.
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1 Introduction

Advancements in 3D graphics hardware and software has led to numerous improvements

across many �elds, resulting in more immersive games, enhanced assistive technologies and

augmented learning environments. These advancements in technology are constantly

pushing the boundaries of 3D graphics as a medium for expression and communication,

while also making it more accessible than ever with more a�ordable and compact hardware.

This increase in performance and creativity has raised user expectation and by extension the

demand for more complex and detailed 3D graphics. This demand for detail and realism has

resulted in more work for visual artists, designers and developers to build such applications

within current hardware and time constraints. In search of realism in our virtual worlds, the

desire to recreate faithful models of real world objects and scenes has come to the

forefront.

Traditionally, to obtain a high quality 3D capture required an expensive capture studio and

capture equipment, primarily using active scanning techniques such as LiDAR. In recent

times, we have seen successful 3D reconstruction being performed for applications such as

autonomous driving, where real-time robust scene understanding and perception is favoured

over absolute quality. With the public eye taking greater interest in these applications, we

see an increased demand for lower cost capture solutions that are more accessible. This

enables the use of 2D to 3D reconstruction in applications like reconstructing historical

artifacts for archaeological research or indie game development. Solutions leveraging

hardware such as Microsoft's Kinect or smartphone sensors have greatly improved the

accessibility of 3D reconstruction to the point where virtually anyone can perform a

reconstruction with little to no prior knowledge using hardware they already have.

Driving this accessibility are passive 3D reconstruction techniques. These techniques are

being used to bridge the hardware gap and digitize real world objects and environments from

nothing more than a set of images. These passive methods allow users to take an unordered

image set, captured by hand, and reconstruct a scene of interest digitally. There are

numerous software solutions that facilitate this process, ranging from methods rooted in

traditional computer vision to those using deep learning methods, which aim to improve and

expedite the reconstruction process. Open source solutions such as COLMAP provide an
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easy to use GUI compared with other approaches which are controlled from the command

line.

Reconstruction is a non-trivial task and reconstructing an arbitrary scene is even more

di�cult due to varying environmental factors. The quality of the �nal reconstruction

depends massively on the images supplied by the user, resolution, level of detail, amount of

overlap, number of images, distribution within the environment etc. These are all factors

that an inexperienced user will not be well-versed in. As such, while reconstruction software

is more accessible than ever, there remains an ever increasing knowledge gap for users to

overcome in order to achieve the best possible reconstruction quality. To better understand

these factors and their impacts, we must �rst be able to evaluate the quality of a

reconstruction. This evaluation is a non-trivial problem and varies drastically based on the

target application, with there being no one size �ts all approach to quality assessment.

In an ideal scenario, having ground truth information to compare against gives us the best

chance of measuring quality. However, capturing high-quality ground truth data can be both

expensive and time-consuming. Without this data it becomes di�cult to quantitatively

evaluate reconstruction performance. There is no de�nitive evaluation measure for these

techniques unfortunately. Previous research often uses a �xed image-set to benchmark

reconstruction methods against each other. With the computation expense of

reconstructions, it makes sense to try and get it right the �rst time and only do the

necessary amount of computation to get the desired quality. Capturing too few images will

result in poor scene coverage, but equally capturing too many increases the run-time and

resources required to perform the reconstruction, with little or no quality improvement.

In this research, I investigate how di�erent environmental factors impact reconstruction

quality, with the goal of better understanding how to mitigate negative impact and maximise

positive impact. To do this, I create an automated framework for capturing and

reconstructing a synthetic scene. By reconstructing a completely synthetic scene, we have

an exact ground truth to which we can evaluate the performance of the technique in a

controlled environment. In this way, not only can we gain an accurate measure of how well a

reconstruction was performed, but also determine what factors play the most signi�cant

roles in quality. By better understanding these factors, we can better inform and guide users

how best to capture their scene of interest. More formally, the research objectives are listed

below.

Research objectives :

1. Understand 2D to 3D reconstruction techniques.

2. Investigate and understand the state of the art in Structure-From-Motion.

3. Determine what are the prominent quality impacting factors.
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4. Design experiments to evaluate the selected reconstruction technique in the identi�ed

impacting areas.

5. Evaluate the obtained performance using pertinent metrics.

6. Form conclusions based on experimental results.
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2 Background Research

2.1 3D Reconstruction

3D reconstruction is the procedure of recovering 3D information and understanding from an

environment or scene. The 3D reconstruction process and its components are �rmly rooted

in both the fundamentals of computer vision and computer graphics, with both working in

unison to produce results which underpin many of the digital experiences we take for granted

today such as visual e�ects in movies [1][2]. At its core, 3D reconstruction is a balance of

application needs, available hardware and environmental factors. The type of reconstruction

method used is in�uenced by the application area being targeted, whether it is real-time

navigation or high quality model capture. To meet these application requirements there are

many approaches to 3D reconstruction, each with their own limitations in terms of hardware,

time to compute and quality of the result obtained. These techniques and their intended

applications broadly fall under the categories of real-time and o�ine reconstruction.

2.1.1 Real-time applications

In real-time applications, 3D reconstruction is primarily used to gain scene understanding.

These reconstructions generally do not directly produce a 3D model or mesh, but rather

form an estimation that can be used for depth perception, object segmentation and

localisation. In these applications the scene is dynamic and changing relative to the capture

device, with the goal for the capture system being to understand and react to these changes.

Two popular application areas that employ real-time 3D reconstructions are autonomous

vehicle navigation and Augmented Reality (AR). For navigation applications, scene

understanding feeds algorithms which are designed to safely maneuver city streets, roadways,

car parks and numerous other scenarios. For AR applications gaining scene understanding

facilitates overlaying 3D objects accurately within the scene for greater user immersion.

These applications have deeply penetrated society today, with examples spanning from

assisted-driving and self-driving cars from Tesla and Google, to gaming with Pokemon Go, to

social media such as Snapchat. Simultaneous Localisation and Mapping (SLAM) is an

example of such a real-time 3D reconstruction technique which can utilize a multitude of

4



hardware sensors or be solely image based (Visual-SLAM) to facilitate the needs of these

applications [3] [4] [5].

2.1.2 O�ine applications

In contrast to real-time applications, o�ine applications are primarily focused on achieving

the highest possible reconstruction quality, even if it comes at high computational expense

and long run-times. Interest in o�ine 3D reconstruction spans many �elds including Medical

[6], Search and Rescue [7], Aerial Imaging [8] [9], Cultural heritage & tourism [10],

Geoscience [11] and AR applications [12]. For these applications, the desired outcome is a

high quality 3D point cloud or 3D mesh capturing an area of interest. A well understood and

researched method of reconstruction for these scenarios is Structure-from-Motion (SfM). In

contrast to SLAM, SfM focuses on reconstructing a static scene captured from many

viewpoints, with scene understanding being used to recover intricate geometry and minute

details to produce a model. With applications becoming more complex by the day and

computation power increasing, we have seen the desire for higher detail in areas such as

gaming with high pro�le examples like Microsoft Flight Simulator, pulling in satellite imaging

to perform a global scale 3D reconstruction.

The alternative to reconstruction for these applications is to model 3D assets by hand. This

process requires a high level of skill, creating a barrier to entry and for those with the

skill-set, it is a time-consuming process. Reconstructing objects bridges the gap between

virtual and physical worlds with real world objects being scanned and ported to the virtual

world in high �delity.

2.2 Category of Reconstruction Technique

To facilitate both real-time and o�ine application targets, a number of varying

reconstruction techniques have been developed. These techniques fall under the categories

of active and passive reconstruction.

2.2.1 Active Reconstruction

Active reconstruction techniques employ methods to probe the scene of interest, measuring

distances, distortion properties and discovering occlusions. One well known example of an

active reconstruction technique is Light Detection and Ranging (LiDAR). LiDAR capture

works by emitting light pulses into the scene and measuring the time of �ight for these

pulses to return to the device. Using this information we can gain an understanding of the

scene and produce an accurate dense point cloud representation of its geometry in real-time.

In the past, LiDAR has been used e�ectively to produce accurate reconstructions of large
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scale environments such as Dublin City [13]. Similarly, in real-time applications it is used for

navigation in autonomous vehicles using algorithms such as SLAM. LiDAR is a compelling

option for high quality real-time applications, however it is not without its limitations.

Objects must re�ect light to be e�ectively captured by LiDAR and as such LiDAR struggles

with transparent objects. More detail on LiDAR can be found here [14] [15].

Structured light is another active reconstruction technique, which uses similar principles to

LiDAR but on a smaller scale. By emitting a known light pattern using an IR dot emitter

into the scene and capturing how it distorts and deforms, we can capture scene structure.

Depending on the resolution of the dot emitter, it becomes possible to form accurate

reconstructions. This technology is positioned as a cheap compact alternative to the

expensive bulky LiDAR equipment, while still being capable of complex sensing applications

such as performing facial recognition in modern smartphones or pose tracking in games

using Microsoft's Kinect. This type of reconstruction does have limitations, such as the

inability to be used e�ectively outdoors due to other IR light emissions from sources such as

the sun. IR capture also has a limited capture distance when compared with other active

solutions such as LiDAR. In ideal conditions it has been shown that this type of hardware

can be used to great e�ect in performing real-time reconstruction tasks [16]. However, while

suitable for real-time reconstruction and understanding of dynamic scenes, this technique

can often only produce moderate quality results when creating models. This is due to the

characteristics of most available consumer hardware devices, which do not target this

use-case and thus do not capture in a high enough resolution. These factors make it di�cult

to e�ectively reconstruct larger scenes such as buildings and other outdoor environments.

With careful planning, LiDAR can be used to great e�ect to perform large scale, accurate

3D reconstruction and equally can be used for supporting complex real-time applications.

Cheaper IR backed solutions o�er a compelling alternative should the environment and

application be suitable. However, with active techniques there are concerns when capturing

delicate and sensitive scenes. Objects such as archaeological artifacts may be sensitive to

light emission and thus could be damaged by active scanning techniques. Situations like this

provide the need for alternative reconstruction approaches.

2.2.2 Passive Reconstruction

Passive reconstruction techniques use observed scene attributes to perform reconstruction.

These observed attributes are commonly captured by 2D image collections. This makes

them ideally suited to reconstruct delicate historical artifacts and other such sensitive scenes

where unwanted radiation emission should be minimised for fear of damage or degradation.

Owing to the fact that these reconstruction techniques use images as their input, it opens
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up a huge opportunity for the masses to perform 3D reconstructions using nothing more

than a digital camera. The amount of information gathered by these passive techniques are

inherently more compressed when compared with active techniques. Points of interest must

be matched between images and then processed in such a way that they can be then

reprojected back in to 3D space, rather than just directly obtaining the 3D points themselves

as done in active methods. In this way, there exists a much higher computational load,

which lies in the software rather than the hardware. This means purely passive techniques in

general struggle to balance both computation e�ciency and accuracy, depending on the

targets of the application. However, there exists camera systems that help in this process,

beyond just a standard perspective camera.

Light �eld cameras are a recent area of research, which hold signi�cant promise when

retrieving depth information from a scene and are particularly useful when creating a depth

map [17]. However, the cameras themselves are quite expensive and many of the more

a�ordable variants of these cameras capture at a lower resolution, thus impacting

reconstruction quality and their potential. Similarly, stereo camera systems mimic

characteristics of the human vision system and utilize spatial disparity along a common axis

to perceive depth. There are limitations to these stereo systems, such as the amount of

disparity possible before overlap no longer occurs. However, using stereo pairs have been

shown to perform well when reconstructing scene depth information. Despite their

limitations, the knowledge gained from the development of these systems can be used to

improve elements of the SfM process.

Similar to active reconstruction techniques, the scene of interest plays a key role in

reconstruction. Due to the fact that passive reconstruction solely relies on matching points

of interest within the scene, it is then imperative that the scene contains enough identi�able

points of interest. This translates to well textured surfaces, favourable lighting conditions,

minimising re�ections etc. While there is the potential for less planning than LiDAR when

performing a capture session, there still exists best practices to ensure you achieve the

absolute best capture quality given the scene capture scenario.

Using mobile phone cameras for reconstruction has become an area of research interest.

Phones are shipping with an increasing number of sensors, which can improve reconstruction

accuracy. One such example is geolocation data. This type of tagging on images has been

successfully used to improve reconstruction quality and decrease the impact of phenomena

such as drift [18].

With the high cost of many alternative reconstruction solutions and the accessible nature of

image capture, there is an increasing interest surrounding passive image based
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reconstruction. This accessibility has led to more inexperienced end-users attempting to

perform reconstruction without any prior knowledge. This poses the question, how can we

best inform end-users to get the best captures? Having analysed the available reconstruction

techniques, I decided that for this research I will be focusing on the o�ine passive

reconstruction methods, particularly Structure-From-Motion (SfM).

2.3 General Purpose Structure-from-Motion

2.3.1 Problem

Structure-from-Motion (SfM) is the process of reconstructing 3D structure from its

projections into a series of images [18]. This reconstruction process involves �rst

understanding the characteristics of the images and how they were captured. To do this we

can analyse each of the three components making up the capture system. When an image is

captured, this system takes points in 3D space and projects them onto a 2D planar image.

With 3D reconstruction we wish to reverse this process using the information available to us

from the image.

The �rst component of the capture system to consider is the camera calibration, which is

composed of intrinsic and extrinsic parameters. For a perspective camera model, intrinsic

parameters include focal length, principle point, lens distortion and skew factor. This de�nes

the transformation and distortion through which points from the scene will undergo as they

are projected onto the �nal image. The camera extrinsic parameters describes the location

and pose of the camera within the 3D environment. Camera extrinsic parameters can be

described by euclidean coordinates and a rotation vector or equally be described by

translation and rotation matrices. Camera extrinsic parameters are crucial for registering and

arranging images in 3D space so that we can recover the spatial information of the scene

and the structures within it. The second component is the projected point in the image, this

is where a point of interest in the scene is located on the planar 2D image that is captured.

Finally, the third component is the location of the points of interest in 3D space.

This capture system can be described by the equation p = C * P. p is the projection of the

point in the image. C is the calibration of the camera, both intrinsic and extrinsic. P is the

3D coordinates of the point. Understanding this capture system and using this equation in

the case of reconstruction we want to recover P, the points in 3D space. Depending on the

variation of the problem, we will have one or two elements that we are trying to solve

simultaneously. In most cases, we cannot assume the camera intrinsic parameters as there is

manufacturing variance in most lenses and potentially this metadata may not be available to

use. In the best case, the camera intrinsic information supplied by image metadata can be
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used as a starting point for later optimisation. We know that camera parameters are

impacted by environmental factors, such as heat, thus this optimisation is necessary. With

this in mind, the problem we wish to solve is �nding P when both C and P are unknown,

only using the projected image point p.

Homogeneous coordinates also referred to as projective space coordinates are used here to

simplify the solving of this equation. When using homogeneous coordinates translation,

rotation and scaling operations can all be performed via matrix multiplication. This enables

us to simplify the solution of the p = C * P equation to matrix multiplication operations.

More info on homogeneous coordinates can be found here [19] [20] [21].

When reversing the image capture system to perform reconstruction, there are two general

problems we are trying to solve, estimating the camera parameters, both intrinsic and

extrinsic, and the second problem is then reprojecting observed image features back into 3D

space. In the next subsection, I will discuss some of the approaches taken to solve this

complex problem.

2.3.2 Early Work

Photogrammetry

Photogrammetry was �rst used to describe an area of research exploring manual

reconstruction of 3D environments. In the earliest work, it was found that by capturing

overlapping images from a camera with known parameters and through the use of

trigonometry, it is possible to determine accurate measurements of features without the

need for manual measurement of each feature point [22]. This came as a particularly

interesting proposition for cultural heritage and forestry applications where obtaining

accurate measurements may not always be possible, but highly desirable [23] [24]. Today

photogrammetry encompasses all image based 3D reconstruction techniques, such as those

later mentioned in this paper. The greater accessibility of these techniques and an evolving

list of application areas has grown a thriving online community, with projects of interest

ranging from preservation of historical artifacts to reconstructing household objects [25]

[26].

Linear and Factorisation Approaches

From these early works, the desire to improve upon techniques and automate the

reconstruction process lead to the development of linear and factorisation approaches.

Longuet-Higgins et al. [27] proposed a linear method based on point correspondences,the

eight point algorithm. This approach estimates relative camera motion between pairs of
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cameras through the use of point correspondences and epipolar geometry. In this approach,

the coordinate system of one camera is �xed in place and used as an anchor, with the

relative position of the second camera being estimated and then used to establish a global

coordinate system within which 3D points can be triangulated. Using eight point

correspondences between the captured images and by utilising epipolar constraints, the SfM

problem can be solved and the 3D feature points can be located within the coordinate

system. Later, C. Tomasi and T. Kanade [28] proposed a factorisation method which

utilised orthographic assumptions about the object of interest and showed that by ensuring

objects of interest are far away from the camera, orthographic projection assumptions can be

made. Using this assumption they went on to show, depending on the amount of noise

present, that we can obtain camera parameters and 3D world coordinates via factorisation

and through the use of singular value decomposition. The �ndings from these early linear

and factorisation approaches, while having limitations in terms of noise tolerance and the

assumptions made, paved the way for future more general purpose reconstruction

techniques.

Bundler

While SfM techniques were gathering interest in academia, a major breakthrough for more

widespread interest in SfM was the paper titledPhoto Tourism[29]. This paper expands on

the approaches discussed above and surrounds them with complimentary computer vision

and computer graphics components to make the Bundler reconstruction pipeline. In this

work the authors target a large scale of reconstruction with 150k input image-set, containing

a diverse set of camera calibrations gathered from internet image sharing sources. One of

the key components they employ to achieve this target is non-linear optimisation of the

reprojection error also known as bundle adjustment [30]. Bundler extends the camera

calibration estimation that is possible with previous SfM techniques and makes it possible to

produce a dense 3D point cloud. This goes on to form the �rst of it's kind in a general

purpose SfM based reconstruction pipeline for an arbitrary image-set. This pipeline produces

a dense point cloud and interactive system, which can be used as a user friendly medium to

browse related photos, while also gaining an appreciation of the 3D structure. For the �rst

time general purpose reconstruction was not only handled at greater scale but more

importantly it opened the idea of a more accessible solution, as anyone could assemble an

image-set. This could be used to explore image-sets in a new way, or indeed go on to create

3D models. At this time, there existed viewpoint interpolation and topology generation and

exploration, but not a method that combined these with the spatial exploration of an

image-set. Bundler combined this with a GUI that enabled the exploration of this

reconstruction in a way not previously seen. These developments paved the way for SfM, its

modern use and the implementations we have available to us today.
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2.3.3 Reconstruction Pipelines

Today's reconstruction techniques take the approach developed by Bundler, re�ning it and

improving upon it. By substituting and adjusting components of the reconstruction pipeline

and using them together with additional computer vision and computer graphics

components, updated pipelines strive to produce a general purpose solution suitable for the

vast majority of applications. While we have discussed the SfM process thus far, using SfM

alone will only produce a set of camera parameters and a sparse point cloud representation

of the recovered 3D points. However, in most cases this sparse point cloud is not su�cient

to generate an accurate 3D model and as such other supporting techniques must be used to

produce a 3D model end to end. Commonly Multi-View Stereovision (MVS) is used to

create a dense 3D point cloud of the scene of interest, using the camera parameters

estimated during SfM. This dense point cloud can later be processed and meshed for use in

3D graphics applications. Both SfM and MVS are non-trivial problems to solve and by

nature are computationally intensive. In this way, the major challenges for this type of

reconstruction has been balancing computational e�ciency and generality. As such these

reconstruction pipelines have been developed to balance these factors out of the box. This

often comes in the form of a recommended con�guration provided by the authors, which

they have found to have the most balanced results.

Optimisation attempts have been made to improve this issue, for example Bundler reduced

the run-time of the reconstruction pipeline by scaling the problem to run e�ciently across a

cluster of machines with a novel distributed matching and reconstruction algorithm. Since

then several other approaches have been taken to optimise the reconstruction process such

as the use of di�erent formulations of the SfM process including incremental, hierarchical

and global. State of the art open-source reconstruction pipeline COLMAP performs

optimisation through the use of CUDA GPU acceleration, particularly for the later stages of

its reconstruction pipeline [18] [31].

Beyond these optimisations, machine learning and deep learning has been used to improve

elements or indeed the entirety of these traditional techniques, with approaches such as

NeRF [32], volumetric video [12] showing promising results in these areas. These deep

learning based approaches abstract much of the reasoning we have behind certain

reconstruction outcomes and in most cases also require a signi�cant amount of training data

to perform well. Many of these approaches are closer to academic research than commercial

use, requiring manual setup and programming knowledge to con�gure. As such they are less

accessible to users. In this way it was decided to focus on the traditional approaches for this

research as they are more widely used in industry and by hobbyists. I hoped that results

from this research can be extended to these machine learning approaches and be researched
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further in the future. For these reasons I will be focusing on the traditional reconstruction

techniques in this research.

There are many reconstruction softwares available today. Examples of commercial software

solutions include: ArcGIS by ESRI, ContextCapture by Bentley Systems, Correlator3d by

Simactive, Inpho by Trimble, iWitnessPRO by Photometrix, Metashape by Agisoft,

Pix4dMapper by Pix4D, PF-Track by ThePixelFarm, RealityCapture by Epic Games, ReCap

by Autodesk, Zephyr by 3DFlow. Being commercial and closed source gives us limited

insight into the inner workings of these reconstruction pipelines and their component parts.

However, there are many open source solutions including: COLMAP, AliceVision Meshroom,

MicMac, MultiViewEnvironment (MVE), VisualSFM, OpenMVG, Theia, OpenDroneMap,

Regard3D (based on openmvg and openmvs). Each of these balance functionality with user

friendly GUI. Some such as OpenMVG strive to be understandable and maintainable over

everything else, AliceVision Meshroom tries to bridge the gap between academia and

industry through its use of a GUI. However, all these pipelines can be described as

traditional reconstruction pipelines, as they use fundamental and well understood computer

vision techniques to achieve their results, with one of the core steps being SfM. In the next

section, I will discuss the steps in a traditional SfM based reconstruction pipeline and discuss

how some of these open source solutions di�er in their implementation to accommodate

di�erent application needs.

2.4 Components of a Reconstruction Pipeline

A reconstruction pipeline can be de�ned as a combination of many computer vision and

graphics techniques, which ultimately will produce a dense 3D point cloud or 3D mesh.

Broadly speaking, most pipelines break this reconstruction process into �ve main

stages:

1. Feature detection

2. Feature matching

3. Structure-from-Motion

4. Multi-View Stereovision

5. Meshing

In the following subsections, I will discuss each of these steps in more detail using

open-source solutions as examples, mainly Bundler, COLMAP and AliceVision Meshroom,

henceforth referred to as Meshroom. Bundler represents the �rst attempt at an open-source

general purpose reconstruction pipeline and both Meshroom and COLMAP represent the
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state of the art in SfM based reconstruction.

2.4.1 Feature Detection

The �rst step of the reconstruction process involves gathering as much information about

the scene as possible from the supplied images. From this we hope to obtain information

about common points of interest, the camera calibration, 3D geometry of the object or

scene and ultimately a sparse representation of this 3D geometry. Feature detectors are used

to extract this information from the image. The function of a feature detector is to detect

distinct keypoints, also referred to as feature points within an image. A feature point is a

salient point of interest which contains useful geometric information within the image [33].

This is a foundational step for many computer vision operations, with there being an

extensive body of research in this area. Many feature detectors have been developed over

the years ranging from handcrafted detectors for corners and edges such as Harris [34] to

machine learned detectors such as FAST[35]

The accuracy of the SfM techniques used in these pipelines is based on the number of

keypoint correspondences which can be correctly identi�ed between images. Especially in

techniques which are simultaneously calculating camera parameters and re�ning keypoint

detection [36]. One popular detector is Scale Invariant Feature Transform (SIFT) [37], SIFT

is robust and resilient to changes in scale and rotation. This makes it an ideal choice for

matching feature points across images with varying viewpoints, hence its widespread use in

many SfM reconstruction pipelines.

Increasingly, we have seen a move away from hand-crafted feature detectors and towards

machine-learned ones, as they can provide more robustness to things like changes in lighting

conditions. To improve results, generally a number of feature detectors can be used in

tandem to �nd di�erent feature points across images For example, Meshroom includes a

number of feature detectors including SIFT, AKAZE and CCTAG. This allows for

customisation and �ne tuning by the user to use one or multiple feature detectors to suit

their application needs. The reader is directed to these sources for a more in depth review of

feature detectors [33] [38].

In addition to the computer vision feature extraction, it is also possible to pull metadata

from the image �les themselves. Most modern cameras will output useful data such as its

model number, focal length, resolution etc to the image EXIF metadata. This information

can be useful for establishing initial estimates of camera intrinsics. Both Alicevision and

COLMAP will use any available metadata to establish an initial camera model, with EXIF

information only being used as an initial estimate as it can sometimes be inaccurate.
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2.4.2 Feature Matching

In the matching stage, feature descriptors that have been identi�ed in the previous stage are

taken one by one and matched across images. Each feature descriptor should match exactly

one feature descriptor in the other image, if this does not occur it is not a match and is

discarded. Multiple matches for a single feature point commonly occurs with repetitive

structures, such as the face of buildings, in this step those ill-matched feature points get

discarded.

Feature matching can be a time-consuming process depending on the approach adopted.

While approaches like exhaustive image matching can give the absolute best matches for the

image-set, it scales quadratically with the number of images supplied as every images is

compared to every other image in the dataset. Vocabulary trees can be used to reduce this

run-time by quantising the feature descriptors, as discussed in this paper [39]. Vocabulary

trees and are commonly used when dealing with larger image-sets and have been show to do

so with great e�ect. However, for speedup to be gained the tree must be relatively balanced,

otherwise the gains disappear over exhaustive approaches. COLMAP, Meshroom and

Bundler all provide both exhaustive and vocabulary tree feature matching approaches.

2.4.3 Structure-from-Motion

Having detected and matched features, we can now begin estimating the relative positions

of cameras to each other using SfM. At this stage, we hope to estimate both the intrinsic

and extrinsic camera parameters for each of the images. Supplying an image-set which

captures a diverse set of overlapping views from within the scene will have a notable e�ect

on the �nal quality when compared to image-sets with a narrower focus. If the displacement

between cameras is too small, triangulation of points becomes di�cult and ill-conditioned as

there is not enough disparity between the images to perceive depth. Well-distributed

cameras are more likely to provide su�cient coverage of a scene and thus give us more

keypoints, which can be used to triangulate 3D scene information [36].

After feature points have been matched between two images additional �ltering occurs to

ensure that they are geometrically consistent. Two-view epipolar and planar homography

constraints can be used to help perform veri�cation and �lter outliers. Random sample

consensus (RANSAC) is commonly used here to further �lter outliers and improve the

quality of matches retained. This geometric veri�cation results in a scene graph, relating

image matches to each other and sets up everything for the SfM reconstruction process.

SfM can be split into 3 di�erent types of technique, incremental SfM, hierarchical SfM and

global SfM. Each of these techniques di�er in the way they register new views and apply

bundle adjustment and as such have di�ering characteristics.
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Incremental Structure From Motion

This type of SfM starts o� with an initial pair of seed images as the base for reconstruction.

These seed images can be selected based on the number of keypoint matches they contain,

randomly or manually. This step greatly impacts the quality of the reconstruction and could

result in non convergence or failure to register future images if poorly selected. Reprojection

and optimisation is a non-convex problem and as such it is possible to converge on local

minima rather than a the global best solution. This is what makes image pair initialisation

so key to the �nal results. Taking the image pair, point correspondences are reprojected into

3D space and then optimised using bundle adjustment, with the goal being to reduce the

reprojection error.

After the �rst image pair has been optimised, the next closest image in the scene graph in

terms of keypoint matches is registered to the pair and the camera parameters updated

accordingly and validated using bundle adjustment. This processes is repeated for each

image to be registered. COLMAP, Alicevision and Bundler all support incremental SfM.

While sensitive to initialisation, incremental SfM is useful for multi stage reconstructions. In

the use case of �eld capture, you can add more views to the scene without requiring the

entire reconstruction to be recomputed. This allows users to return to a capture environment

after the �rst reconstruction is completed if they have areas that require better coverage.

Equally with the use of large online photo collections via social media and other sources, one

could potentially enhance a reconstruction as more images become available.

Hierarchical Structure From Motion

Hierarchical SfM di�ers from incremental SfM in the matching stage where it partitions the

problem in to a hierarchical tree structure. It does this by matching and organising the

images with the highest number of correspondences together. This has the potential to

decrease run-time when compared to incremental in cases where a balanced tree can be

created. In cases where this is not possible, the performance advantage falls away. Once

hierarchical partitioning is complete during feature matching the SfM process and view

registration is then guided by the hierarchical structure.

Each cluster gets reconstructed in a similar fashion to incremental SfM, we then merge

clusters together. Bundle adjustment is then performed after the merging of two clusters to

reduce the reprojection error. This means we are performing bundle adjustment on smaller

clusters which runs faster. This partitioning into separate subproblems gives hierarchical SfM

desirable parallelizable properties, which can help with computation e�ciency. However, it is

worth noting that merging the submodels can introduce artifacts and require several rounds

of bundle adjustment to �lter them out.
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Bundler draws ideas from hierarchical SfM and �rst reconstructs a skeletal set with the most

similarity and then adds to this with the less densely covered areas of the scene. This means

we can exploit dataset sparsity, which is a characteristic of unordered internet photo

collection. However, something that has more evenly distributed coverage of a scene will not

have such sparsity to exploit and thus we will not get the same sort of speed up

improvements.

Global Structure From Motion

Global SfM calculates an initial solution by considering all the images in the image-set at

once, then using bundle adjustment the accuracy of this estimate is improved. This type of

SfM is much more susceptible to noise because all of the images are considered at once,

meaning there is less opportunity to �lter noise. Thus, noisy images will have a greater

impact on the end result. Global SfM bene�ts computationally by only having one bundle

adjustment, which is usually the most computationally intensive part of SfM. This improves

over incremental SfM where we have bundle adjustment after each new image registration.

Theia is an example of a global reconstruction pipeline [40].

Bundle Adjustment

After individual keypoints have been triangulated into 3D space, geometric veri�cation is

performed to ensure these reprojected points are consistent with all registered cameras and

their intrinsic and extrinsic parameters. Due to inaccuracies in correspondence estimation,

this is not perfect and we get a re-projection error. The error observed in this veri�cation

process is known as reprojection error. It is desirable to minimise the reprojection error to

achieve the most accurate set of camera parameters for each camera. This joint

minimisation of the reprojection error is known as bundle adjustment. This is a non-linear

minimisation process in high-dimensional space as we are re�ning both camera intrinsic and

extrinsic parameters and 3D point positions simultaneously. This reprojection error can be

thought of as a cost function, which bundle adjustment minimises and in so doing, improves

the accuracy of the reprojected 3D points and the camera parameter estimates[41].

The largest time component of the SfM stage is bundle adjustment, which scales with the

number of images. Thus, having several bundle adjustments has a detrimental e�ect to

run-time. As can be seen there are many factors that impact the selection of

SfM formation whether it is dataset size, noise, sparsity or incomplete with views being added.
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2.4.4 Multi-View Stereovision

MVS algorithms have the goal of producing a geometrically consistent dense representation

of a 3D scene. This process is often closely coupled with surface meshing to produce a �nal

3D model. MVS approaches take the camera parameters estimated during SfM and use

them to �rst produce a depth map for every image in the supplied image-set. To do this,

images are undistorted by using the camera intrinsic parameters thus determining what

factors in�uenced the perception of the scene as it was being projected onto the 2D planar

image. Initial depth values are then taken from the sparse reconstruction produced during

SfM and then re�ned and optimised. This re�nement is conducted in "patches", where

portions of each image are projected into adjacent images in search of consistency amongst

the various views and their depth maps. These per image depth maps are used to perform

surface reconstruction.

Once the per image depth maps have been �nalised, the input images are sampled and

combined to make a visually consistent texture for use when colouring the 3D points, which

make up the reconstruction surface. This is a non trivial problem due to illumination

changes and visual discrepancies from image to image. It also should be noted that the

resolution and detail of these textures will depend on the number of images captured and

their resolution. The surface reconstruction and texturing processes are computationally

intense and account for a large chunk of the time required for the overall reconstruction

process to complete. Finally, the textured surface points are then fused together to form one

globally consistent dense 3D point cloud. For more information on the MVS process and the

details of its use in COLMAP, the reader is directed towards these papers [31] [42].

2.4.5 Meshing

Meshing is the �nal stage of the reconstruction process and aims to produce a 3D mesh

from the dense point cloud. During meshing, dense 3D points are joined to create faces and

ultimately a 3D surface. Not all reconstruction pipelines provide meshing functionality, such

as Bundler. However, once a dense point cloud has been produced, meshing can be

completed in other utilities, such as MeshLab [43]. In this way meshing does not necessarily

make up the core reconstruction pipeline, but does serve to produce a �nal reconstruction in

the form of a 3D mesh, which is desirable for most 3D applications. COLMAP does provide

meshing functionality in the form of poisson and delaunay meshing. Alicevision also provides

meshing functionality and utilises a delaunay meshing approach. The reader is directed

towards both the COLMAP and Alicevision papers for more detail on their use of these

meshing techniques [18] [44].
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2.5 Quality Impacting Factors

Having established a clear understanding of SfM based reconstruction techniques, we now

turn our focus towards the factors which impact �nal reconstruction quality. These factors

have been identi�ed as common threads throughout research in this area, with it possible to

link each impacting factor to a particular phase in the reconstruction pipeline. Often these

factors cause a cascading e�ect where errors become more pronounced and in�uential as the

reconstruction process progresses. While many of these impacting factors are environmental

and potentially out of the control for a user capturing a scene, many others can be

attributed to the camera setup or capture process. These controllable factors are what pose

the most interest, as better understanding them could guide users to better capture and

reconstruct arbitrary scenes.

2.5.1 Image-set Properties

Scene capture is the main input data source to the entire reconstruction pipeline and directly

impacts the quality of the �nal mesh, so it is crucial to capture high quality images. The

quality of an individual image and by extension an image-set, can be attributed to several

properties that they possess. The �rst and most obvious property is the resolution of the

captured image. Capturing the highest number of pixels possible is desirable to ensure the

maximum amount of detail about the scene is retained in the �nal image and not lost to

pixel quantisation. Similarly, capturing the maximum amount of information about the scene

is directly related to the number and distribution of images captured. Both of these factors

have a bearing on the amount of visual overlap achievable between images. Too few images

will result in not only poor reconstruction results, but also failure to reconstruct at all in

some cases. A sparse image-set has the potential to challenge the reconstruction pipeline

both during SfM and MVS. SfM will struggle to estimate camera parameters with a low

number of correspondences and images. While MVS will struggle to reproject 3D points if

there is little recognised detail between the images and also poor camera calibration

estimations cascading from SfM.

Due to the nature of keypoint matching and reprojection, parallax or disparity between

images is a desirable image-set property. Camera parallax and disparity can be achieved via

a change in capture location rather than just rotation alone. This is essential to enable

triangulating points detected back into 3D space. Both horizontal and vertical parallax are

desirable, as it uncovers the maximum amount of depth cues available within the scene.

However, it is important to note there lies a balance between view disparity and visual

overlap. Too small a disparity and the captured views do not di�er enough for us to infer

depth or gauge any depth cues. But too far apart and we start sacri�cing visual overlap
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between images. An even distribution of cameras around the scene and at a high density is

an ideal con�guration to achieve this. While parallax and disparity between images is

preferable, images which can be described by homography, where only the camera rotation

di�ers still remain useful in �ltering outliers and views during feature matching [18].

2.5.2 Environmental Factors

While optimising capture con�guration can have a considerable positive impact on

reconstruction quality, environmental factors remain to be where the most variance in

capture quality is observed. Even the same scene but captured at di�erent times of day can

vary drastically based on factors such as lighting and specularities. Outside of a studio or

indoor environment, lighting becomes a prevalent factor to contend with. Changes to the

lighting and exposure during image acquisition can have a detrimental e�ect in both SfM

and MVS. In SfM, feature matching can struggle or even fail as keypoints may have a

di�ering appearance under changed lighting conditions. However, the degree to which this

impacts quality depends on the type of detector or detectors used.

During MVS, changed lighting conditions can impact the per vertex colouring of the �nal

mesh, as the colour values can di�er from shot to shot. While not necessarily impacting the

reconstructed geometry, it can result in visually inconsistent texturing. Intense lighting can

cast both soft and hard shadows, which should be avoided if possible. These shadows can

introduce phantom geometry to the reconstruction and equally prevent feature detection in

those areas as they tend to be under exposed in comparison to the rest of the scene. Items

which vary drastically depending on the lighting are those which are highly re�ective or

transparent. These objects have the potential to re�ect something di�erent from the

environment depending on the viewpoint from which they are captured, adding noise to the

reconstruction. An overcast day is usually preferable when performing image acquisition for

these reasons, as generally lighting is almost equal in all directions, similar to that of

ambient lighting in a synthetic scene, giving good visibility of the objects within.

Texture plays an equal role to lighting as it can have some of the same side e�ects in terms

of keypoint detection and matching. Weakly textured objects and surfaces such as those

with just a solid homogeneous texture, will result in very few keypoints being detected for

matching and tracking during SfM. In this way, we learn very little about the geometry of

that object or surface. This type of texturing can also increase the number of outliers

introduced due to ill-identi�ed keypoints, similar to regions under shadows cast by lighting.

RANSAC can be used to reduce these outliers by sampling a random set of keypoints from

the image-set and constructing a probabilistic model, which can be then used with other

observations to predict and remove potential outliers. It is e�ective in �ltering out these

19



outliers. Due to the patch matching process used during MVS, large homogeneous regions

will result in matching failures due to the lack of details. This will lead to large empty

regions in the �nal reconstruction. Placing highly textured objects within the scene can help

with this. We know this from their use in calibrating capture studios.

Some scenes are inherently more di�cult to capture than others due to their characteristics.

Drift is a problem experienced by hierarchical and incremental SfM techniques when tracking

scenes with closed loops, such as capturing all sides of buildings. As discussed, SfM methods

operate by matching local features across images to track camera motion. However, this can

be di�cult in scenes where there are many objects similar in appearance with repeating

patterns such as the face of buildings or geometric symmetry, for example. These factors

can result in major errors in structure recovery, with completely di�erent images being

matched together incorrectly even when no correspondences are present [36]. The

accumulation of such false matches can contribute to the drift phenomenon in both

incremental and hierarchical SfM. Global SfM is less susceptible to drift as the accumulation

of reprojection errors does not happen as it does in the others because all views are

considered at once. Image geo-tags and additional sensor information can be used to help

reduce the likelihood of drift happening, as discussed in these sources [45] [18] [46], but it

remains a problem in large scale reconstruction scenarios.

2.6 Evaluating Reconstruction Quality

Evaluating reconstruction quality is a non-trivial problem to solve. Techniques for evaluating

quality vary signi�cantly depending on the �nal application, as there is no standard method

which �ts all targets. For example, when evaluating a new SfM technique, the number of

features detected, matches made and run-time are all interesting metrics to consider and

compare to other methods. Whereas when evaluating the end quality of a mesh, it may be

appropriate to use a quantitative measure or even a subjective assessment. Two commonly

used assessment measures can be categorised as relative and distance measures.

2.6.1 Relative Measures

Many of the measures in existing research rely on the use of a common dataset such as the

Rome image-set used to evaluate Bundler [39] and COLMAP [18]. Using a well known

dataset as a common benchmark, reconstruction techniques can be compared to each other

at each phase of the reconstruction process. The number of features detected, number of

images matched, 3D points successfully reprojected, reprojection error and run-time

commonly fall under scrutiny [18]. In some cases where a speci�c improvement to the

reconstruction pipeline is made, that aspect of the pipeline is then compared like for like to
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other methods. For example, viewing the �nal reconstruction top down and analysing its

shape has been previously used to indicate improvements to drift [46].

Such relative measures have brought to light many characteristics of large scale image

reconstructions not limited to a speci�c reconstruction pipeline. These metrics are used time

and again throughout the literature with Meshroom choosing the number, faces and vertices

in the �nal mesh and run-time as their primary evaluation measures. The authors of Bundler

found that when reconstructing large scale image-sets, the number of images, the

complexity of the scene and the distribution of the images have a considerable impact on

performance, particularly run-time [39]. This was shown when they reconstructed two cities,

Rome and Dubrovnik, with di�erent scene characteristics. In the Rome image-set, the

images were mostly focused around popular landmarks featuring simple geometry with good

visibility and image coverage. In the Dubrovnik image-set, the images were more evenly

distributed and captured intricate side streets in more detail, with di�cult lighting

conditions. This increased the di�culty of the reconstruction process even though the

number of images in the image-set was lower than the other reconstructions they tested.

While factors such as run-time and the number of keypoints reprojected are interesting to

benchmark when releasing a new reconstruction pipeline, they do not wholly speak for the

�nal reconstruction quality. In the examples mentioned, ground truth information is not

necessarily available to compare against. Hence, relative performance serves the purpose of

ranking reconstruction pipelines given the same data. However, when ground truth data is

available, it becomes desirable to measure di�erences between it and the

reconstruction.

2.6.2 Distance Measures

While relative measures have proven useful in gauging performance across a wide set of

techniques, they do not indicate the amount of noise present nor accuracy of a

reconstruction. For example, we could develop a new reconstruction technique, which

reprojects signi�cantly more keypoints than previous work, but there is no guarantee these

are useful keypoints and not noise. When ground truth data is available for a scene of

interest, both performance and �nal reconstruction quality can be measured. In many cases,

techniques such as LiDAR are used to collect an accurate ground truth to which a

reconstruction can be compared [47]. Having an available ground truth means attributes

such as noise can be viewed in more detail and other mesh properties such as volume can be

analysed.

One use of available ground truth mesh data, is to use its vertices and surfaces as
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comparison points for reconstructed meshes. This approach enables us to discover what

areas of a �nal mesh have been reconstructed accurately and others which have not. It also

acts as a way to determine what points have been spuriously introduced throughout the

reconstruction process. One measure that can be used for this assessment is the Hausdor�

distance measure [48]. With this measure we take every point in the reconstructed model

and then sample the ground truth model to �nd the nearest point. The distance between

these two points then gives us a measure of accuracy, with a lower distance indicating higher

accuracy. Using this kind of analysis, it becomes possible to represent the overall accuracy

as a singular value, the Root Mean Squared (RMS). It also becomes possible to generate a

heatmap over the surface of the mesh, highlighting areas above and below the ground truth

surface, which were reconstructed inaccurately [12].

While these measures can give a more accurate view of �nal mesh quality, they are sensitive

to outliers. The introduction of outliers to the �nal reconstruction will result in skewing to

the �nal RMS value and the heatmap generated. As such, these measures are less suitable

for large scale reconstruction of urban scenes where outliers are not uncommon. However, in

smaller scale settings where a single object of interest is being reconstructed with the

intention of meshing, these measures become particularly useful. Ultimately, the nature of

the application and object of interest still play the deciding role in the quality assessment.

For example, a reconstructed teapot which is 95% accurate, may be acceptable for use as a

background asset in a 3D game, but the same level of accuracy when reconstructing a

human for a VR application may be insu�cient. The nuances of each application means no

one measure or approach can be considered in isolation. These factors are what make

generic quality assessment for an arbitrary scene such a complex problem to solve.

2.7 Outline my work

The list below summarises my research objectives with this dissertation:

1. Understand 2D to 3D reconstruction techniques.

2. Investigate and understand the state of the art in Structure-From-Motion.

3. Determine what are the prominent quality impacting factors.

4. Design experiments to evaluate the impacting factors for the selected technique.

5. Evaluate the obtained performance using pertinent metrics.

6. Form conclusions based on experimental results.

From this background research, I have established an understanding of 2D to 3D

reconstruction techniques, the available approaches used in the �eld and have investigated
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the state of the art in these techniques with particular focus on SfM. Finally, I discussed the

quality impacting factors and identi�ed what metrics are commonly used to measure this

quality beyond subjective assessment.

Traditionally, these SfM techniques have been tested and developed with the reconstruction

of large scale urban environments in mind, but how do they perform in a more generic

environment?

23



3 Design

This section discusses the methodology followed to evaluate how the factors identi�ed in

section 2.5 impact �nal reconstruction quality. To achieve this objective, an automated

experimental testing framework was developed. The goal for this experimental testing

framework is to automate the end to end reconstruction process, so that it is possible to

evaluate reconstruction quality from image acquisition to �nal reconstruction. Informed by

background research it was chosen to split this process into the following steps: scene

creation, scene capture, reconstruction and quality assessment. Figure 3.1 presents a high

level illustration of this framework.

Figure 3.1: Experimental testing framework

3.1 Ethics Approval

Ethics approval was not required for the experiments conducted as part of this dissertation

research as they did not involve human participation nor the collection, analysis and storage
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of personal data.

3.2 Quality Impacting Factors

Based on �ndings during background research, a total of �ve potential quality impacting

factors were selected for analysis:

1. Image resolution

2. Number of images

3. Distribution of images within the scene

4. Object of interest texture

5. Lighting conditions

These factors were selected to be representative of elements that the user can control about

the capture, but also model environmental factors which the user has little control over. In

this way, we can get a good representation of an arbitrary scene and determine how much a

user can impact their reconstruction quality even in non-ideal situations.

3.3 Scene Creation

While it is possible to capture and perform reconstruction of a wide range of objects in

varying environments, for this research it is desirable to construct a controlled environment

in which the factors being investigated can be altered individually and in a measured way.

To achieve this level of control, inspiration was drawn from how setup and calibration is

performed in capture studio settings [49]. These capture studios are con�gured with

cameras oriented towards a main focus area, usually a central point. These studios are

designed to capture an object or objects of interest within the scene in the highest possible

quality. This pattern of capturing with a central focus point closely models a standard

reconstruction use-case where a user may be trying to capture an object of interest.

To achieve granular and isolated control over each of the identi�ed impacting factors, the

use of a synthetic scene is proposed. By using a synthetic scene we can control each known

factor independently, even if that stretches what is achievable in reality. This will allow us to

measure and observe how much a reconstruction is impacted by each factor, or combination

of factors, with minimal external in�uences. Similar testing could be performed in a

controlled studio environment, however there still remains several advantages in using a

synthetic scene. Firstly, assembling a suitable capture environment or gaining access to a

studio can be quite expensive and limits the reproducibility of the results, unless that exact

setup is replicated. Secondly, even in a studio environment many factors can be di�cult to
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precisely control such as lighting or camera calibration, which may be impacted by external

factors [50]. In contrast, a synthetic scene can be de�ned using code and reused for any

number of capture sessions with zero variance to the setup. Thirdly, sourcing and producing

objects with the exact material properties we wish to test has the potential to be a di�cult

and time consuming process. When using a synthetic object of interest, all geometry and

material properties can be easily varied in a matter of minutes. Finally, the acquisition of

precise ground truth data when using real-world objects is a di�cult issue to solve. 3D

printing o�ers a compelling middle ground, with the original digital model acting as a

ground truth, but this limits the material properties that can be tested to the available

printing �laments. For these reasons, it was decided to use a synthetic scene over a

controlled real-world test environment. Using a synthetic capture environment, a model of

interest can be placed within the scene in the focus region and then be captured accurately,

with the model itself remaining available for easy comparison later.

3.4 Scene Capture

Figure 3.2: Side on view of various camera placement heights

As discovered during background research, both the distribution and number of images

within the capture scene play key roles in the �nal reconstruction quality. These factors are

tightly coupled as both in�uence the amount of overlap between images, a factor which we

know to impact feature extraction and matching. Thus, having the ability to test various
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con�gurations for both distribution and number of images is desirable. This can be achieved

by placing virtual cameras around the synthetic scene in varying patterns and frequency. For

these experiments, I decided to investigate two di�erent camera placement patterns, circular

and square. These patterns were selected to model what an end user could achieve when

capturing out in the �eld. Following this model, it would be expected that a user would

attempt to capture images from low and high vantage points for the best scene coverage. In

the synthetic setup, cameras were placed in set circular or square orbits around the object of

interest, representing ground level, eye level and above the head capture positions. Figures

3.2 and 3.3 show illustrations of these placement patterns with a sample model acting as the

focus point. For the virtual cameras, a perspective camera model with minimal distortion

Figure 3.3: Top down view of circular camera placement pattern

was selected. This selection was made as it most closely models the setup present in modern

smartphones. By using the synthetic scene, full control over the camera parameters is
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available and as such it is possible to precisely track camera position and pose. Using this

available control, cameras will be positioned with pose facing directly towards the object of

interest. Having full access to all camera parameters makes it possible to evaluate the

accuracy of camera placement estimates made by the reconstruction algorithm. Once in

place, a virtual camera can be used to capture the scene visible from it's viewport at a

chosen resolution. Figure 3.4 is an example of the �nal image captured using this

con�guration. The resultant image-set from this capture process will be then be used as

input to the reconstruction phase.

Figure 3.4: Sample image captured using a virtual camera

3.5 Reconstruction

With the image-set and ground truth data obtained, we now come to the reconstruction

phase. At this stage, the selected reconstruction algorithm is used to produce a 3D mesh

from the supplied image-set. Initially, it was thought that solely performing the SfM process

could produce results in which we could analyse. By taking estimated camera positions and

comparing them to the ground truth and measuring the error, it could indeed be possible to

infer how well certain portions of the scene could be recognised in steps like feature

extraction and feature matching. However, this still would not be representative of the �nal

impact on quality for most use cases which is in the production of 3D mesh. As such the use

of 3D reconstruction in its entirety was used. The recommended reconstruction

con�guration as suggested by the authors is used in this case as we want results to be

representative of an inexperienced user using the the reconstruction software. The selected
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reconstruction software and its con�guration should then remain constant for all tests ran,

ensuring a consistent ground on which to compare results. COLMAP was selected as the

tool for reconstruction as it represents the state of the art in SfM reconstruction. In the

future, di�erent reconstruction techniques could be substituted into the testing framework

and their performance measured.

3.6 Mesh Quality Evaluation

Having reviewed the literature, it became apparent that there is not one standard way to

evaluate reconstruction quality. However, it was found that a number of quantitative

measures do exist and could be used for assessment purposes. Using these measures, I

propose the analysis of the reconstructions and the generation of quality metrics. Two

measures were selected for this, SfM results statistics and Hausdor� distance based mesh

quality assessment. The SfM metrics are obtained during the reconstruction process, at

roughly the half way mark. The number of keypoints identi�ed in images, the number of

images registered and the number of 3D points triangulated are examples of these

metrics.

The Hausdor� distance based assessment is performed using the �nal reconstructed mesh.

This will show us how well the output model resembles the ground truth and what portions

of the model were reconstructed well or likewise poorly. From these measures we can

hypothesise what impacted the quality and how it can be remedied. This measures will allow

us to not only to have a quantitative percentage representing how similar the meshes are,

but it will also enable the visualisation of quality heatmaps. From these heatmaps it can be

visually analysed to what extent mesh deformation has occurred and what areas of the mesh

have been reconstructed to greater or lesser extent.

It must be recognised that no single quality measure is not the de�nitive answer for overall

reconstruction quality, and that application speci�c concerns remain a top priority. However,

in this case where we want to generalise how environmental factors impact quality, having a

controlled set of assessment metrics means we can measure deviations and changes relative

to other scene setups and thus, gain insight into the impact these changes have.
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4 Implementation

This section �rst discusses the tools and libraries chosen to construct an experimental

testing framework and the reasoning behind their selection. After this the implementation of

an end-to-end reconstruction testing framework using these tools is discussed in detail.

4.1 Tools

4.1.1 Blender

Figure 4.1: Blender modelling interface example

Blender is an open source 3D modelling suite which supports all of the scene setup

requirements for this research. This includes model creation, image capture, photo realistic

rendering and model exporting [51]. Blender enables the construction of a synthetic scene in
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which it is possible to control all environmental factors, such as those identi�ed and

discussed in sections 2 and 3. These factors include image resolution, number of images,

distribution of images within the scene, object of interest texture and lighting conditions.

This enables us to create a synthetic scene which we can completely control and alter from

run to run, targeting particular factors we wish to test in each experiment. Additionally,

Blender has rich automation support, with every action available in the GUI being fully

scriptable using python. For these reasons it was chosen as the scene creation and capture

tool for this project.

Blender Photogrammetry Add-on

Figure 4.2: Blender photogrammetry add-on imported COLMAP workspace example

This open source Blender add-on allows many additional formats to be imported to and

exported from Blender. For example, we can use this add-on to directly import the resultant

point cloud produced by COLMAP into Blender. This opens up the opportunity to evaluate

the model produced by COLMAP and visually inspect its quality. While the export features

from COLMAP allow us to export a .ply model that can also be used in Blender, this add-on

allows us to directly import the entire sparse point cloud that is produced by COLMAP,

complete with camera poses and positions. In this way, with some adjustment, we can

directly compare these to the original cameras and models in a visual way. This was helpful

in the initial on-boarding to both Blender and COLMAP and was useful as an extra resource

when evaluating results [52] [53].
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4.1.2 COLMAP

Figure 4.3: COLMAP UI example

As discussed in sections 2 and 3, COLMAP is a general-purpose Structure-from-Motion

(SfM) and Multi-View Stereo (MVS) pipeline with a graphical and command-line interface

[18] [31]. It represents the state of the art in SfM based reconstruction techniques and o�ers

a complete end-to-end reconstruction pipeline. This enables us to take an arbitrary

image-set as an input and produce a 3D model. Thanks in part to its GUI and precon�gured

automatic reconstruction preset, COLMAP is an accessible reconstruction technique. Figure

4.3 shows a preview of the COLMAP GUI displaying an active reconstruction.

4.1.3 MeshLab

Meshlab is an open source utility for processing and editing 3D meshes [43]. It provides a

rich set of granular mesh comparison functions and readily supports directly comparing

meshes, using measures such as the Hausdor� distance measure [48]. It also supports

outputting visual representations of comparison measures, with heatmaps being an example

of such a visual representation. This not only allows us to quantitatively assess the

reconstructed model against the ground truth, but also enables us to visually inspect all

aspects of the reconstruction. As with all the tools selected, Meshlab has rich automation

support via a python api named pymeshlab [54].
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Figure 4.4: Meshlab UI example

4.2 Hardware

As discussed earlier in section 2, the reconstruction process is computationally intensive.

Adding to this, computation requirement is the scene creation and capture phases designed

in section 3. This amounted to many experiments taking multiple days to �nish both scene

capture and reconstruction. For this reason, I decided to run experiments across a selection

of available devices to maximise the number of experiments that could be completed within

time constraints. This resulted in the use of four di�erent machines over the course of

testing. Table 4.1 provides a list of the hardware speci�cations for each of these

machines.

Name CPU RAM GPU OS

Machine 1 Intel Core i7 6950x 64GB Nvidia Geforce GTX 970 Windows 10
Machine 2 Intel Xeon E3-1240v3 32GB Nvidia Geforce GTX 980 Windows 10
Machine 3 Intel Core i5 7300HQ 8GB Nvidia Geforce GTX 1050 Windows 11
Machine 4 Apple M1 16GB Apple M1 MacOS Monterey

Table 4.1: Hardware used to perform reconstruction experiments.

Due to the varied hardware from run to run, it was no longer possible to take the
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reconstruction time into consideration as part of testing. Should time and resources have

permitted, the use of homogeneous hardware across test runs would have been preferred.

Finally, to facilitate the sharing of data, each of these machines operated on the same

network using a common network attached storage pool.

4.3 Experiment Pipeline Summary

Implementing the design discussed in section 3, gives us the multi-stage pipeline below:

1. Create a synthetic scene with model centred around the origin.

2. Vary the impacting factor of interest such as texture, lighting, geometry etc.

3. Place cameras in the scene following the selected pattern.

4. Capture images from the placed cameras and output them to disk, along with other

ground truth metadata.

5. Perform a reconstruction with the outputted images, using COLMAP's automatic

reconstruction option.

6. Analyse reconstruction statistics such as number of images registered and number 3D

points reprojected.

7. Compare �nal meshed reconstruction to the ground truth model using Meshlab.

To orchestrate these steps in a automated way, a number of scripts were developed. This

automation played a key role in ensuring the level of control and reproducibility desired for

these experiments was reached. As mentioned throughout section 4.1, each chosen utility

supports some form of automation. Blender has full python integration, COLMAP supports

command line usage and Meshlab comes with a python api. These facilities made it possible

for a fully automated testing environment to be created. This automation was achieved

through the use of three primary scripts, a capture script, a Blender automation script and a

reconstruction script. These scripts will be discussed in more detail in sections 4.5 through

4.8.

4.4 File Structure

To ensure interoperability between each of the pipeline phases, it was necessary to construct

a common directory structure. I decided to extend the default COLMAP directory structure,

which is generated when performing an automated reconstruction. When a scene is being

captured, a top level directory is created and named using a unique identi�er for that scene.

For example, Teapot-Checkerboard-4k-Ambient-12-Circle indicates a scene centered around
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Teapot-Checkerboard-4k-Ambient-12-Circle/
dense/

images/
sparse/
stereo/
fused.ply
meshed-poisson.ply

images/
progcam0.png
progcam1.png
progcam...

ground_truth/
cameras.txt
images.txt
points3D.txt

sparse/
cameras.bin
images.bin
points3D.bin

database.db

Figure 4.5: Workspace directory structure.

the teapot model, with a checkerboard texture, image resolution of 3840x2160px also known

as 4k, ambient lighting only and captured from 12 cameras in a circular pattern. This top

level directory is referred to as the workspace directory within the created scripts.

Below the workspace directory, there are directories to store the captured image-set, sparse

reconstruction, dense reconstruction and �nally the ground truth. COLMAP populates these

directories with various data �les throughout the reconstruction process, with the exception

of the ground truth. The ground truth directory was added to store additional camera

metadata outputted from Blender during the capture phase, to be used by COLMAP during

reconstruction. Further discussion on the use of this ground truth data during reconstruction

is given in section 5. Figure 4.5 shows an illustration of this directory structure, populated

with �les from both the capture and reconstruction processes.

4.5 Scene Creation

4.5.1 Model Selection

While the primary focus of scene creation lies with the environmental factors such as

lighting, there remains interesting insights to be gained by selecting varying models for

reconstruction. Initially, it was thought the use of simple models with distinct features would

be su�cient for testing all environmental impacts. The teapot �ts this criteria and
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